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Nicop oil is established at the Yaounde Cameroon and is one of the biggest imports company
of motor oils and lubricants in Cameroon The Company is specialised in the distribution
of motor oils and lubricants, for vehicles and machines, in sectors such as, but not

limited to, industry and shipping.
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Fully Synthetic Lubricants
for New Generation Gasoline & Diesel engines

(7] Fully Synthetic

c

O 101053001 101053005 101053020 & 1010530205

=

)

s SPECIFICATIONS

c API SL, ACEA A3/B3-08 ® A3/B4-08, MB229.3 MB229,5, BMW LL-01, OPEL LL-B-025,

= VW 501.01/502,00/505,00/507,00

o N y,
(1)

3

— Fully Synthetic ~
@
0

o 102054001 102054005 102054020 6 1020540205

(=]

SPECIFICATIONS
API SN/CF, ACEA A3/B3-08 R A3/ B4 -08,MB229,3/MB229.5, BMW LL-01, OPEL GM-LL-B025,
MB 229.3, VW 501.01/502.00/505.00/507,00, RENAULT 0710/0700, PORCHE A40

- /

Fullysynthetic lubricant for new generation gasoline & Diesel engines
Provides high motor protection in the changes of the weather conditions and it also help to the fuel economy.
It is suitable for injection, multigrade and catalytic engines.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




Fully Synthetic Lubricants

for New Generation Gasoline & Diesel engines

with very high fluidity
Fully Synthetic ~N
103053001 103053005 103053020 6 1030530205
SPECIFICATIONS
| ACEA (3. MB 22951, BMW LL-04, VW 504 00/507.00. PORCHE C30 )

100% Full synthetic lubricant for new generation gasoline motors with very high fluidity. Excellent flow which covers

all lubricant demands of the engine.

100% Fully Synthetic
208104001 208104005
208104020 ‘ 2081040205

SPECIFICATIONS

API SN, SM, CF,ACEA A3/B3,A3/B4, A1/B1,
A5/B5 ACEA C3, C2, MB 229.51/229.31,

BMW LONGLIFE-04 VW 502.00/505.00/507,00,
DEXOS 2, RENAULT RNO700

-

J

100% Fully Synthetic
104054001 104054005
104054020 & 1040540205

SPECIFICATIONS

API SN, SM, CF,ACEA A3/B3,A3/B4, A1/B1,
A5/B5 ACEA C3, C2, MB 229.51/229.31,

BMW LONGLIFE-04 VW 502.00/505.00/507,00,

N DEXOS 2, RENAULT RNO700

J

Fully synthetic lubricant for newg enerationg asoline ® DPF (Diesel Particulate Filter) motors. Provides high motor
protection in the changes of the weather conditions and it also helps to the fuel economy.

20 Lt
Container

210Lt
Barrel

é




Synthetic Lubricants
for Gasoline & diesel engines

Fully Synthetic

105104001 105104005 105104020

SPECIFICATIONS
API SL/CF/CF-4, ACEA A3-02/B3-98, M.B.229.1

-

6 1051040205

Fully Synthetic
106155001 106155005 106155020

SPECIFICATIONS
API SL/CF/CF-4, ACEA A3-02/B3-98, M.B.229.1

-

6 106157

Synthetic lubricant for gasoline & diesel engines

It insures effective lubrication, lower fuel consumption and reduces exhaust emissions. Provides high protection
against wear and oxidation. Appropriate for all gasoline motors, injection — multigrade - catalytic and motors with

electric valves.

12x 1Lt
Paper Box

6 x 4Lt
Paper Box




Semi Synthetic Lubricants
for Gasoline hight speed motors

Semi Synthetic
107104001 107104005 107104020

SPECIFICATIONS
API SL/CF/CF-4, ACEA A3 02/ B3-98, MB 229.1

-

6 1071040205

Semi Synthetic
108155001 108155005 108155020

SPECIFICATIONS
API SL/CF/CF-4, ACEA A3 02/ B3-98, MB 229.1

4

6 1081550205

Semi-Synthetic lubricant for gasoline motors.

It insures effective lubrication, lower fuel consumption and reduces exhaust emissions. Provides high protection
against wear and oxidation. Appropriate for all gasoline motors, injection — multigrade - catalytic and motors with

electric valves.

20 Lt
Container




Multitype Lubricants
for Gasoline motors

Gasoline
109154001 109154005
109154020 6 1091540205
SPECIFICATIONS
API SJ/ CF-4, MB. 228.1/ 229.1, ACEA E2-96/ A2-02, MAN 270/1,
| MTUOT-2,VOLVO VDS, ALLISON C4
Gasoline w
110205001 110205005
110205020 6 1102050205

SPECIFICATIONS
APISJ/ CF-4,M.B. 228.1/ 229.1, ACEA E2-96/ A2-02, MAN 270/1,
N MTU OT-2, VOLVO VDS,ALLISON C4 )

Multitype lubricant for gasoline motors. Provides high resistance against the deterioration of the engine and contrib-
utes towards fuel economy.
Ideal for turbo, catalytic and normal engines.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




Diesel Engine Lubricants

201104020 6 2011040205
SPECIFICATIONS
ACEA E9/E7/E6, MB 228.51, MAN M3477

-

J

Synthetic technology lubricant for diesel motors.
Ensures ideal protection to the motor and to the fuel
possessing system. Long lasting and Ideal for European
diesel motors of heavy duty vehicles.

N
202104020 6 2021040205
SPECIFICATIONS
API MB 228.5. MAN M3277. ACEA E4/E7,
L CUMMINS 20078, DEUTZ IV-10 )

100% Synthetic lubricant for diesel motors. It is ideal
for heavy duty vehicles and industrial motors.

20 Lt
Container

210Lt
Barrel




Diesel Engine

203104020

SPECIFICATIONS

API CI -4/CH -4/ CG4/ CF/SL,

ACEA A3-02/B3-98# 2/ B4-02,

ACEA E3-96#4/E5-02, MB p228.3 MB p229.1,

MAN M3275, MTU Type2 CATERPILLAR ECF-1

MACKEO-M-PLUS, CUMMINS 20076/77/78,

VOLVO VDS-3, RENAULT RLD d IeSE|
J

Lubricants

6 2031040205

Semi Synthetic

204104020

SPECIFICATIONS

{ 2041040205

API Cl -4/CH -4/ CG4/ CF/SL, ACEA A3-02/B3-98# 2/
B4-02, ACEA E3-96#4/E5-02,

MB p228.3 MB p229.1, MAN M3275,

MTU TYPE2 CATERPILLAR ECF-1 MACKEO-M-PLUS,
CUMMINS 20076/77/78, VOLVO VDS-3, RENAULT RLD

12x 1Lt
Paper Box

Synthetic technology multitype lubricant for diesel
motors. A new proposition product for high perfor-
mance and protection. Superb engine cleaning.

Semi- Synthetic technology multitype lubricant for
diesel motors. It contains the latest technology
additives that ensures ideal protection at all modern
diesel motors. Provides excellent protection for the
engine and superb cleaning abilities. With long
lasting performance, low fuel consumption and
antioxidant capabilities.

6 x 4Lt
Paper Box



205154005
205154020 6 2051540205

SPECIFICATIONS

API Cl-4/CH-4/CG-4/CF-4 CF/SL/SJ ACEA E7/A3/B4,
MB 228.3, MAN M3275-1, VOLVO 2, ALLICON C4,
MTUOT-2, MACK EO-M PLUS CUMMINS CES
20076/20077

206205020 6 2062050205

SPECIFICATIONS

API CI-4/CH-4/CG-4/CF-4 CF/SL/SJ ACEA E7/A3/B4,
MB 228.3, MAN M3275-1, VOLVO 2,

ALLICON C4, MTUOT-2,

MACK EO-M PLUS CUMMINS CES 20076/20077

20 Lt
Container

Latest technology Multuigrade lubricant for diesel
motors. Provides high performance, specially made for
turbo diesel, intercooler, and conventional motors. It
contains additives that ensures a long engine life and it
is ideal for long distance driving.

Latest technology Multuigrade lubricant for diesel
motors. Provides high performance, specially made
for turbo diesel, intercooler, and conventional
motors. Is ideal for long distance driving.




Diesel Engine Lubricants

207154001 207154005

207154020 6 2071540205

SPECIFICATIONS
API CH-4/ CG-4/SJ, ACEA E5-02, M.B. 228.1, MAN 3275-1, VOLVO VDS -2, MTU cat2

\- J
~
208205001 208205005 208205020 6 2082050205
SPECIFICATIONS
API CH-4/ CG-4/SJ, ACEA E5-02, M.B. 228.1, MAN 3275-1, VOLVO VDS -2, MTU cat2
\- J

Superpower multipower lubricant with advanced composition. It covers the manufactures highest specifications and
ensures longer duration of use.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




» 209154001 209154005
o 209154020 § 2091540205

SPECIFICATIONS
API CF/CF-4/SG

\-
~
210205001 210205005 210205020 6 2102050205
SPECIFICATIONS
API CF/CF-4/SG
\- J

Multiple flow enhanced lubricant for diesel engines. Recommended for high temperature environment, heavy duty
works and for sudden temperature changes. Ideal for Turbo, simple or catalytic latest technology engines.

20 Lt 210Lt
Container Barrel




Diesel Engine Lubricants

N )
211033001 211033005 212034001 212034005
211033020 6 2110330205 212034020 O 2120340205
SPECIFICATIONS SPECIFICATIONS
CF-2/CD/SF CF-2/CD/SF
\- AN J

Monotype enhanced mineral oi for diesel engines. It provides great resistance against deterioration and oxidization.

)

206154020 6 2061540205

SPECIFICATIONS
ACEA ES/E7/API CJ-4, M.B. 228.31,

MAN M3575, VOLVO VDS-S
\- J

Latest technology Multigrade lubricant for diesel motor. Provides high performance specially made for turbodiesel,
intercooler and conventional motor.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




Gear Box Lubricants

~
3019001 3019005
3019020 6 30190205
SPECIFICATIONS
APIGL 1-2
- J
30214001 30214005
30214020 ‘ 302140205
SPECIFICATIONS
APIGL 1-2
-
High quality — simple fluidity Valvoline. Ideal for sprock-
et boxes and double charging gearboxes.
20 Lt 210Lt
Container Barrel




Gear Box Lubricants

N
3038001 3038005 ™
3038020 6 30380205 3049001 3049005

3049020 & 30490205
SPECIFICATIONS
API GL-4, MIL-L-2105 D, GS 3000 A
\_ ) SPECIFICATIONS
API GL-4, MIL-L-2105 D, GS 3000 A
N J
N
30514001 30514005 ™
30514020 ‘ 305140205 306809001 306809005
306809020 6 3068090205
SPECIFICATIONS
API GL-4, MIL-L-2105 D, GS 3000 A
\_ ) SPECIFICATIONS
API GL-4, MIL-L-2105 D, GS 3000 A
N J

Reinforce Valvoline with additives for high pressure and the hardest work conditions. It provides great resistance
against the attrition.

12x 1Lt 6x 4Lt
Paper Box Paper Box




307809001 307809005
307809020 6 3078090205
SPECIFICATIONS
API GL-5, MIL — L - 2105D, MAN 342N
\_ Y,

Super reinforced Valvoline. It provides great resistance
against the oxidation. Ideal for hypoid, cars and motorcy-
cles gear boxes.

20 Lt
Container

~
308809001 308809005
308809020 6 3088090205
SPECIFICATIONS
API GL-5 LS, MIL- L-2105D, ZFTE - ML- OSC,
12C, 16E
\- J

Superb quality reinforced mineral oil fortifield with LS
for gear boxes. Recommended for off raod 4x4 vehicles




Gear Box Lubricants

Synthetic ~
309758001 309758005
309758020 ‘ 3097580205
SPECIFICATIONS

API GL 5, MIL-L-105E, MAN 342N
\- J

Synthetic ~

310759001 310759005 310759020 6 3107590205

SPECIFICATIONS
APIGL 5, MIL-L-105E, MAN 342N

\- J

Synthetic Valvoline for latest technology gear boxes. Reinforced with antifriction additives. It is ideal for hypoid gear.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




3118514005
3118514020 6 31185140205
SPECIFICATIONS

APIGL -4, MIL - L -2105D, GS 3000 A
\- J

3128514005

3128514020 & 31285140205

SPECIFICATIONS
API GL-5, MIL-L-2105D, MAN 342N

-

Super reinforced Valvoline, ideal for hypoid heavy-duty
vehicles gear boxes, with great protection against
oxidation.

20 Lt 210Lt
Container Barrel




Automatic
Gear Box Lubricants

40111101 40111105

40111120 6 401111205

SPECIFICATIONS
GM DEXRON-I1I/FORD MERCON / ALLISON C-4, VOITH G 607/ ZF TE -ML

14/MB PAGE 236.5/MB PAGE 236.P
\- J

A.T.Fis aSpecial red colored lubricant, ideal for power
steering and for automatic gear boxes. Suitable for all
automatic gear boxes from any manufacturer.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




Hydraulic Systems Lubricants

t 5013220 & 50132205 j t 5024620 & 50246205 j
t 5036820 & 50368205 j t 50410020 & 504100205 j
t 5053220 & 50532205 j t 5064620 & 50646205 j
t 5076820 & 50768205 j t 50810020 ¢ 508100205 j
SPECIFICATIONS ~
DIN 51524, PART 2 ® 3HVLP, SEB 181222,
ANFOR NF E48- 603 HV 5012018
VICKERS M 5950.5 R - 286- SPECIFICATIONS
el p CATO - 4, ALLISON C-4
J

Hydraulic systems mineral oil with great anticorrosion power, ideal for machines that works under difficult conditions.

They maintain their fluidity even at the highest temperatures.

Container

Barrel




Agricultural Machinery

Lubricants
o =N\
L 601103020 6 6011030205 l L 602203020 6 6022030205

SPECIFICATIONS

JHON DEER J27, 20-FORD M2C 159B M2C 134D, MASSEY FERGUSSON, NEW HOLLAND 82009201/ 2 /3,
API CF-4, ACEA E3, API SF, API GL-4, ZF TE ML 068B, 07B, MB 227.1, MAN 271

High quality lubricants for the latest technology agricultural vehicles. Ideal for, transmission movement gears,
hydraulic tractor systems, cotton collecting machines and immersions brakes.

=N =N
L 603154020 6 6031540205 l L 604204020 ¢ 6042040205

SPECIFICATIONS

API CF-4/SF, ACEA E2, API FL-4, ZF TI, ML 06A @ B ‘® 07B, FORD, M2C 159 B/ C, 134D, JOHN DEERE J 20C,
MASSEY FERGUSON CMS, M 1143,1144, CASB NEW, HOLLAND MAT 3525,35

Universal lubricant for multiple uses. It offers protection from deterioration and increases the cleaning of the engine.

It helps to easy igniton at low temperatures and decreases the lubricant consumption. Ideal for diesel engines,
hydraulic ® transferring systems.

12x 1Lt 6 x 4Lt
Paper Box Paper Box




Motorcycle Lubricants 2T

\/\
.

7010201 7010205 70102200

7010220 6 70102205 70102001

SPECIFICATIONS
APITA/TB, ASTM TCS

\- J

Super quality lubricant for tow stroke motorcycle engines ideal for mixed injection and normal engines.
It reduces carbon emission.

20 Lt 210Lt
Container Barrel




Motorcycle Lubricants 2T

\,\

Synthetic lubricant for two stroke motorcycle water ®
air-cooled engines. Provides the engine safety, under
difficult operating conditions. It does not leave residues.

12x 1Lt
Paper Box

. )
Synthetic
7020201 7020205
7020220 6 70202205
70202001
SPECIFICATIONS
MOTO CROSS, ENDURO -GR, API TC+, JASO FC/

\%

: T )
Full Synthetic
7030201 7030205
7030220 ‘ 70302205
70302001
SPECIFICATIONS

MOTO CROSS, ENDURO -GR, API TC+, JASO FC )

Full- Synthetic aromatic lubricant. Antismoke for water
cooled or air-cooled motor engines. Ideal for daily and
racing use.

Premixed 50:1

Paper Box



Motorcycle Lubricants 4T

~
704104001 704104005 705155001 705155005
704104020 & 7041040205 705155020 & 7051550205
SPECIFICATIONS SPECIFICATIONS
S API SJ, JASO MA/MA2 ) S API SJ, JASO MA/MA2

Semi synthetic lubricant, ideal for four stroke motorcycle engines. It contains additives for easy ignition of the engine in
the winter environment. Suggested for prolonged used.

~
706205001 706205005 706205020 & 7062050205
SPECIFICATIONS
API SJ, JASO MA/ MA2
\- J

Mineral oil special for four stroke motorcycle engines. It contains improved additives.

20 Lt 210Lt
Container Barrel




Antifreeze - Coolants

10013601 10013604 6 10013620 é 100136200

SPECIFICATIONS

VW/AUDI/SKODA/SEAT: VAG T 774D, MB 325.3, MAN 248, 324 ‘® BMW D 36 5600, FORD ESE,
M37B49-A, WSS-M07B44-D ® ESD M 97 B49-A, GM1899M , US 6277M ‘& OPEL GM GL 130 100,
CUMMINS 85TB-2 ® 90T8-4, JOHN DEERE, H 24, B1 ® C1, LEYLAND TRUCKS LTS 22 AF 10,
MACK 014GS 17004, RENAULT 41-01-001, CHRYSLER MS 9176, VOLVO, G-12

\- J

Imported, ready for use antifreeze, heat resistant and anti-corrosive red liquid, with a chemical base for the protec-
tion of new generation and aluminum engines.
The improved composition, gives longer life time to the antifreeze action.

\
100210001 100210004 ‘ 100210020 ‘ 1002100200 ‘ 10021001000
Specifications Table
PROTECTION 33% 40% 50%
ANTIFREEZE -18°C -23°C -37°C
HEAT RESISTANT 104,5°C 106°C 108°C
ANTICOROSSIVE 100% 100% 100%
\ 4

Antifreeze , anticorossive, heat resistant insolubility liquid chemical based. Ideal for all machines and all season. It
can be used in all closed circuits.

12x 1Lt 4x 4Lt
Paper Box 6 Paper Box




10031501 10031504 6 10031520 é 100315200

A ready for use antifreeze, heat resistant and anti-corrosive fluid. Suitable for closed cooling circuits for all inter-

nal combustion engines. It provides anticooling protection since -15°C and heating resistance protection since
105°C.

10041801 10041804

6 10041820 & 100418200
\_ J

A ready for use antifreeze, heat resistant and anti-corro-
sive fluid. Suitable for closed cooling circuits for all
internal combustion engines. It provides anticooling
protection since -18°C and heating resistance protection
since 108°C.

20 Lt 210Lt 1000 Lt
Container Barrel Barrel



Breaks Fluids

~
110104220 110104005 110104020
SPECIFICATIONS
SAE J 1704, FMVSS NO 116 (DOT4)
\- J

Synthetic base brake fluid suitable for brake circuits for
all kind of vehicles.

6x 4Lt 20 Lt
Paper Box Container

40 x 220 gr 24 x 900 gr 4x 4kg
Paper Box & Paper Box Paper Box




Vehicles ® Industrial Greases

é 120101900 é 12010104 ® 12010116 é 12010150 é 120101180
é 120202900 é 12020204 & 12020216 & 12020250 & 120202180
é 120303900 é 12030304 é 12030316 é 12030350 é 120303180

Lithium based grease with high resistance to oxidation, errotion and deterioration. Suitable for electrical engines
bearings, brakes systems and more applications.Operating temperature: from -20°C to 120°C

16 kg 50 kg 180 kg
Container Container R4 Barrel é



120404900 @ 12040404 & 12040416 & 12040450 & 120404180

6120505900 @ 12050504 & 12050516 & 12050550 & 120505180

é 120606900 & 12060604 ® 12060616 & 12060650 & 120606180

Enforced Lithium based, multiple use grease, obtained from original mineral oils. Specially designed, with durable
additives that withstand its capabity on high pressures and impact loads.Also has great resistance to the water
leaching and provide antirust and anticorrosive protection. Ideal for heavy duty industrial use such as bearings etc.
Operating temperature: from -20°C to 120°C

40 x 220 gr 24 x 900 gr 4 x 4 kg
Paper Box &y Paper Box Paper Box



¢ 120101900 é 12010104 é 12010116

(+ 180°C for limited time)
Grease from complex lithium soap for heavy loads industrial bearings.
It can be used under increased water environment. It contains (EP)

additives for high pressure operation. Operating temperature: from
-20°C to 160°C

¢ 12080804 12080816 ¢ 12080850 & 120808180

Lithium based greased enriched with best mineral oils. It is rich in improvers additives
(EP), with great resistance under bad weather conditions and humidity.

Suggested for automatic greasing vehicles such as MAN, MERCEDES, SCANIA, VOLVO
and where there is the notification NLGIOO.

16 kg 50 kg 180 kg
Container Container R4 Barrel




¢ 10090916 é 10090950 é 100909180

Lithium based green color grease special for cotton
pickers machines (JOHN DEER INTERNATIONAL).

It provides anticorrosive and antirust protection.
Special made for the easy ignition in low temperatures.

™ Y,

é 121010900 é 12101004 é 12101016 é 12101050 é 121010180

Lithium based grease, rich with improved additives. Anticorrosive and antirust protection. Contains graphite
for dry lubrication and it is ideal for outdoor use.

40 x 220 gr 24 x 900 gr 4 x 4 kg
Paper Box & Paper Box



-

¢ 121111900

&12111116

é 12111104

é 12111150 é 121111180

J

Lithium based black color grease, with molybdenum
disulphide. Suitable for industrial application and

Special for cars CV joints. According to all
manufactures specifications with the notification

Lithium Molybdenum.

"2

¢ 121212900 é 12121204

12121216 é 12121250 é 121212180
\_ J

Lithium based Graphite and MOS-2 grease.

Rich in improvements additives with anticorrosive and antirust
protection.

It exhibits high leaching in water environment and it is suitable
for very heavy-duty lubrication. Ideal for high pressures, high
temperatures, steering systems, endless etc.

16 kg
Container

é

é

50 kg 180 kg
Container R4 Barrel



Calcium Based Greases

121313900 é 12131304

-

12131316 é 12131350 é 121313180

Calcium based grease, excellent quality and fiberous
texture from high viscosity primary basic mineral oils.
The product offers extra leaching in water and it can be
used in multiple applications such the lubrication of
the chassis or heavy duty vehicles.

Operation temperatures: from -20°C to 80°C

24 x 900 gr 4x4kg
930 Paper Box Paper Box

16 kg 50 kg
Container Container

N
J
)
¢ 12141404 & 12141416
@ 12141450 & 121414180
J

Special Calcium and Graphite Grease. Ideal for
lubrication of machines, vehicles, and open gear
boxes. Provides high protection due to the protective
film which creates on the gears.

180 kg
R4 Barrel



Industrial Lubricants

12151518 ¢ 121515205

12161618 6 121616205
12171718 6 121717205

12181818 6 121818205
12191918 6 121919205

12202018 6 122020205

SPECIFICATIONS
DIN 51517, part 3, DAVID BROWN S 1.53.101, AGMA 9005-D94, US STEEL 224

Antifriction, anticorrosive industrial product suitable for closed industrial gear boxes that are lubricated by the method of
immersion of injection circulating systems or immersion with special resistance to the high pressures.

20 Lt 210Lt
Container Barrel



12212118 6 122121205

12222218 6 122222205
12232318 6 122323205
SPECIFICATIONS

DIN 51515, MIL-L-17672D, BS489:1983,
CEGB 207001, GE GFK-141003H

Reinforced lubricant suitable for the turbine lubrication.

SPECIFICATIONS

DIN 51506 VDL

Reinforced air compressed lubricants suitable for
centrifugal rotary compressor lubrication.

12242418

& 1224624205

20 Lt
Container



12222218 O 122222205

Sticky product for moving parts suitable for ropes and lifts

m h — ‘ —
Transport temperature lubricant for circulation systems

resistant up to 320°C with antioxidant and anticorrosion
additives.

205 Lt
Barrel é
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Comparative viscosity classification
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CLASSIFICATION NLCI

CLASSIFICATION DIN 51502

CLASSIFICATION DIN 51502

Cone Penetration in tenths
of a millimeter
0,1mm ENI 5s XE 25°C

Catego
NLgLry Classification

000 Very Fluid 4L45-475

00 Fluid 400-430

0 Semi-Fluid 355-385

1 Very Mild 310-340

2 Mild 265-295

3 Semi-Hard 220-250

4 Hard 175-205

5 Very Hard 130-160

6 Solid 85-115

Symbol . Eeley Operating temperature (°C)
in the water

B 0or1 -20 - 50°C

C 0or1 -20 - 60°C

D 2 or3 -20 - 60°C

E 0or1 -20 - 80°C

F 2or3 -20 - 80°C

G 0or1 -20 - 100°C

H 2 or3 -20 - 100°C

K 0or1 -20 - 120°C

M 2 or3 -20 - 120°C

N 0or1 -20 - 140°C

R 0ori -20 - 140°C

0 no variation 1 minor variation 2 variation 3 strong variation
Type of grease Symbol Symbolization

Bearing greases according to

DIN 51825, for temperatures -20 - 140°C

Greases for high stress,
for temperatures -20 - 140°C
Greases for temperatures > 140°C
Greases for low temperatures
DIN 51825/ Tab. 2
-30- 120°C
-40 - 120°C
-55 - 120°C
Greases of closed gear wheels
Greases of closed gear wheels
Greases sliding bearings
Synthetic greases - Esters
- Polyglycols
- Silicones

KP

o N\

KTB
KTC

0G

G
PG < >
Sl



SAE VISCOSITY CLASSIFICATION FOR ENGINE IOLS

Kinematic viscosity (cSt) at100°C

Cast:gEOI‘ (ASTM D-445) Maximum
Minimum Maximum
ow 3.8 - -35
5W 3.8 = -30
10W 4.1 - =23
15W 56 - el Cat
20W 5.6 - =15 a:glory
25W 93 - -10
20 56 93 - GL-1
30 93 125 -
40 125 16.9 - oL-4
50 16.3 219 -
GL-5
GL-6

SAE VEHICLE ENCLOSED GEAR OILS CLASSIFICATION

API VEHICLE ENCLOSED GEAR OILS CLASSIFICATION

Operating
conditions

Light to harsh

Harsh conditions

Very harsh conditions

Kinematic viscosity (cSt) at 160°C

Category (ASTM D-445)
SAE = .
Minimum Maximum
75W 4.1 -
80W 7 -
85W 11 -
oW 135 <24
140W 24 <41
250W 41 -

Category
IS0

g w N

15
22
32
46
68
100
150
220
320
460
680
1000
1500

Average of
kinematic
viscosity (cSi)
at 40°C
2.2
3.2
4.6
6.8
10
15
22
32
46
68
100
150
220
320
460
680
1000
1500

Applications

Special gearboxesYnoeldns Sub-gear

wheels with small displacement of
mechanical gearboxes

Sub-wheels etc.

Sub-wheels with large displacement
and excessive surface loads

Boundaries of kinematic viscosities
(cSi) at 40°C
<Minimum Maximum

1.98 2.42
2.88 3.52
414 5.06
6.12 7.48

9 11
135 16.5
19.8 24.2
28.8 35.2
41.4 50.6
61.2 74.8
90 110
135 165
198 242
288 352
414 506
612 748
900 1100
1350 1650
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